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CRAZY CANNONS

MINI WHEEL 6 GONDOLAS
MINI IMPACTOR 360°
ROLLER COASTER JR115
MINI FLUME

MINI SWING FANTASY
BEACH SAFARI 2.0 - 5 ARMS
CAROUSEL 7M

CAROUSEL 5M

.JUMBO TOUR

. IMPACTOR 2.0

. MINIFLIGHT HELICOPTERS
. POLAR TRAIN

. FIRE FIGHTER

. MINI FLUME

. ADULT BUMPER CARS






Technical specification of: Crazy Cannon

NEW
Minimum Safety Envelope J :Il _/

Possible Fence

8.7m [28'-6"]

OPERATOR AREA

ontrol Fane
with Operator
Push-Button

35m[1147]

7.0m [231
11.6m [38-2"] . 8.7m [28-5"]
10.4m [34"-1"] MIN. SAFETY ENVELOPE
TECHNICAL DATA ELECTRICAL DATA
Weight 2500 KG Voltage 3phase + neutral + earth (230/380/415 V)
Number of Vehicles 6 Frequency 50/60 Hz
Passenger Capacity 12 Players - 240 Players per Hour Motive power Skw
Column’s faces 5 Lighting &Game power TkW
Number of Targets 6 targets each face (30 targets total) Control Automatic/Manual
Boarding Simultaneous Noise level <80db

Shipping Volume

1x40" box

Passengers age/height restrictions: Minimum admissible height 105 cm -
Unaccompanied

1. Crazy. Cannons
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TECHNICAL DATA

2000 890 2000

MIMIMUM SAFETY DISTANCE

Weight (without plinth)

Nrof gondolas 3]

Gondaola capacity 5 adults

Total capacity 30 adult seats
Capacity n.a

Revolving Speed 0.18 rpm
Shipping volume 2x40" ot

2. Minl wheel

ELECTRICAL DATA

Voltage 3Iphase + neutral + earth (230/400/415 V)
Frequency 50/60 Hz

Motive power n.a.

Lighting n.a.

Control Automatic/Manual

Delivery 90 days

Platform not included
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SEMI NEW
SEMI NEW
K TECHNICAL DATA
38 Weight 87 kN - 92,87 kN (full load)
g __ ewopran R Total capacity 8 Seats (120 pph)
HH Rotation Speed 6 rpm
§ : /J Boarding Simultaneous
5 e 13 Shipping volume 1x40’ ot
fé‘ /'/ " 85 Control Automatic/Manual
g /5 b i c e : Noise < 80db
5: ; i " Frequency 50/60 Hz
Py s g 2 Motive power 30 kw
o > Lighting 2 kW
g el a

S.MINIFIMPACTOR 360°




6500 [21'-6.0"]
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SAFETY AREA

e

10500 [34'-5.7"]

S.MINI'IMPACTOR 360°






16000 [52'-6"]

2868 [19'-3"]

SEMI-NEW

VARIOUS MODEL OF TRAIN AVAILABLE
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3696 [18"-8°]

4. ROLLER COASTER JR11S

TECHNICAL DATA

Weight N.A.

Vehicles 1 with 4 cars

Total capacity 14 Seats

Track development 115m /377.3 ft

Speed (max) 7 m/sec - 23 ft/s

Cycle time 2 min

Hourly capacity 300/400 Passenger per hour
Moving system Kick -off Motors

Boarding Simultaneous

Delivery 45 days
Pending repainting







9400 [30'-10.7"]

NEW RIDE

LIFT (H=2.7m) DROP

| | Em
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8700 [28'-5.5"]
7300 [24'-0.1"]

‘-“

6700 [21'-11.6"]

22000 [72'-2.4"]

S.MINITFLUME

this design is an example

Delivery 45 days

TECHNICAL DATA

Total Weight with Water 41’500 Kg - 406,97 kN

Total Length 48,5m

Nr of car 3

Log capacity 2 adults+2 children
Total capacity 320 passenger per hour
Max log speed 1m/s

Nr of basin 18

Boarding Simultaneous

Shipping volume 1x40' ot + 1x20' ot
ELECTRICAL DATA

Voltage 3phase + neutral + earth (230/400/415 V)
Frequency 50/60 Hz

Motive power 12 kW

Lighting Upon Request

Control Automatic/manual

Passengers age/height restrictions: Minimum admissible age 4 years old, hei;
105 cm - Accompanied
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B DYNAMIC DIAMETER 6970 |22°-10.4"] i
o
MIMIMUM SAFETY DISTANCE ZB600 [28'-267] ”
TECHNICAL DATA
Weight 1800 Kg / 17.7 kN — 2800 Kg / 27.4 kN (full load) ELECTRICAL DATA
Total capacity 20 seats Voltage 3phase + neutral + earth (230/400/415 V)
Hourly capacity 300 passengers Frequency 50,/60 Hz
Revolving Speed 10,5 REM Motive power 1.5 kW
Cycle Direction Clockwise Lighting 1kw
Boarding Simultaneous Control Automatic/Manual H
Shipping volume 1x20'box Passengers age/height restrictions: Minimum admissible age 4 years old, height Del Ive ry 45 d ays
Moise level <80db 105 cm - Unaccompanied

| SWING fANTasy.







Safety envelope (minimum height)
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TECHNICAL DATA
Total capacity 20 children or 10 adults+10 children
Revolving speed 6 rpm
Motive power 5,5 kw

Shipping volume 1x40’ open top
Passengers age/height restrictions: Minimum admissible
age 2 years old, height 90 cm - Accompanied

supplied b .
IEPark) ! Delivery 60 days

/.Beach sarar 2.0 — 5 arms







6987 [22°-11"]

SAFETY EMWVELOPE
(POSSIELE FENCES) 7 mEter type

Technical data
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= 7000 (23] Waorking area
= 1006 [23'] Working area 3500 [Z7-1T"] Wi gf ; l
= — - inimum safefy envelope
= @8500 [27-11"] Mininum Safety envelope ! P
this design is an example
TECHNICAL DATA ELECTRICAL DATA TYPICAL SUBJECT
Weight 63,74KN/6,5t(full loads7,27KN/8.9t) Voltage 3phase + neutral + earth (230/400/415 V) Small horses
Nr of seats 20-34 Frequency 50/60 Hz Medium horses
Hourly capacity 300/480 passengers Motive power 2.2Kw ( Only Rotation) Big horses
Revolving Speed 3 rpm Motive Power 5.5 standard version (single motor supply each Carriage
(Subject movement) horses movement)
Shipping velume 1x40" box Lighting 2 kw Gondola
Cycle Direction Clockwise Control Automatic/Manual Spinning unit
Simultaneous Noise level <80db

Delivery 60 days soarang

Passengers age/height restrictions: Minimum admissible age 4 years old, height 105 ¢m - Unaccompanied

3.Carousel /m
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Possible fences {option)

5 meter type

Technical data
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b 5000 [16'-8"] ————
5000 [16"-8"] ———~
b 7000 [23'-£"] Minimum safety distance—
Dellve ry 60 days this design is an example
TECHNICAL DATA ELECTRICAL DATA TYPICAL SUBJECTS
Weight 44,13 KN/4,51 (full load 53 KN/5,4t) Voltage 3phase + neutral + earth (230/400/415 V) small horses
Nr of seats 14-22 Frequency 50/60 Hz Medium horses
Hourly capacity 280/450 Passengers Motive power 8,5 kW (single motor supply each horses movement) Big horses
Revolving Speed 4 Rpm Lighting 2 kw Gondola
Cycle Direction Clockwise Control Automatic/Manual Spinning Unit
Boarding Simultaneous Noise level «<80db Coach

Shipping volume  1x20’ box

Passengers age/height restrictions: Minimum admissible age 4 years old, height 105 cm - Unaccompanied

9.Carousel SM







MINIMUM REQUIRED HEIGHT MINIMUM REQUIRED HEIGHT

4500 [14'-9"]

9568 [31-5"] Working arsa

POSSIBLE FENCES

MINIMUM SAFETY ENVELOPE

4542 [14-11"]

3777 [12'-5"] Working area

I

CONTROL PANEL

1000 [3'-3"]
T

PIPE LINE FOR
THE SUPPLY POWER

TR

2777 [9-1"]

INNER PIPE 8260
FROM THE CONTROL
PANEL TO OPERATOR
PUSH-BUTTON

[~}

7574 [24-10"]

3287 (109" [

N
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TECHNICAL DATA

0 smsssmen
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10, Jumbo Tour

1000 [3-37] Weight 5,3t-52kN (6,051t -59,35 kN full load)
Capacity 10 seats
Operational Speed 20 Rpm
Shipping volume 1x40'ot
I Noise level <B80db -
e
%‘ ELECTRICAL DATA
= Voltage 3phase + neutral + earth (230/400/415 V)
- Frequency 50/60 Hz
Motive Power 22 kw
Lighting 2 kW
—

NEW

Delivery 60 days







SAFETY AREA
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12m [39'-4""]
TECHNICAL DATA
Weight 12000 Kg
Total capacity & Seats (120 passenger/hour)
Rotation Speed 6 rpm

Swinging Speed

15 rpm (max Swinging: 120%)

Boarding

Simultaneous

Shipping volume

2x40' ot

Moise

<80db

Impactor 2.0 — 8e - 360°

Technical Data 1/:

12m [39"-4""]

6.5m [21°-4""]

- §
by

ELECTRICAL DATA

Voltage

3phase + neutral + earth (230/380/415 V)

Frequency

50/60 Hz

Motive power

22 kW (swinging) + 5.5kW (vehicle rotation)

2,2 kW (platform movement)

Lighting

2 kw

Passengers age/height restrictions: Minimum admissible age 10 years old, height 140 cm -Unaccompanied

Control

I'I.Impactor 2.0

Automatic/Manual




12.MINIFLIGHT HELICOPTERS




| 2180

1680

CAPACITY: 4 CILDREN OR 2 CILDREN AND 1 ADULT

Delivery 60 days

12. Minitlight helicopters




13POLAR TRAN Jaud®



Delivery 60 days

2680 740 830 2520
126 40 Rearview mirror
EXAMPLE OF DECORATION .
Bel
Handle (15¢m more than standard model)
1210
470 9an
TECHNICAL DATA ELECTRICAL DATA
Vehicles 1 locomotive, 3 wagons Voltage 3phase + neutral + earth (230/400/415 V)
Locomotive capacity 2 children or adults Rail voltage Max 48 V DC ﬁ |-
Wagon capacity 6 children or adults Frequency 50/60 Hz ﬂ U_
Capacity 300 passenger per hour Locomotive power 1kw | |
Speed 0.83+0.92 m/s—2.72 + 3.01 ft/s Wagon power 0.5 kW 1275
Shipping volume 1x20’ ot Noise level <80db
Passengers age/height restrictions: Minimum admissible age 2 years old, TOTAL TRAC K 58 mt C p p rox.
height 90 cm - Unaccompanied | n CI u d ed re Ctifl er

IMPORTANT : THE RIDE IS CALCULATED WITH STANDARD EN 13814-2004 AND DIN 15018 FOR FATIGUE

13. POLAR TRAIN







Minlmum Safety Envelope

WATER DRAINAGE Possible Fence
ckne 1
OPERATOR AREA
i = Control Panel
wikh Operator
Push-Button
% S e ? ol
2700 [8'-11.7"]
cghe
o
5 o
5 R 5
5 2 ’
- )
™M
% 2 18
%, 218 = —--
WATER DRAINAGE N WATER DRAINAGE”
o
7000 [22'-11.9"]
8200 [26'-10.4"]
11600 [38'-2.2"] this design is an example
TECHNICAL DATA ELECTRICAL DATA
Weight Voltage 3phase + neutral + earth (230/380/415 V)
Mumber of Vehicles 4-6 Frequency 50/60 Hz
Passenger Capacity 360 Passenger per Hour Motive power 5 kW
Mumber of Scenes 3-4 Customized Scenes Lighting 1 kwW .
Mumber of Targets 3 with Lights and Sounds for each scene Control Automatic/Manual De I |Ve r'y 90 d ayS
Boarding Simultaneous Moise level <80db
Option Water Rifle (Manual or Automatic)
Wooden made track Passengers age/height restrictions: Minimum admissible age 4 years old,
Shipping Volume 1%40" box height 105 cm - Unaccompanied

114, FIRE FIGHTERS




15. MINI FLUME




Mini flume 40mt

Technical Data

-~GROUND LEVEL

0 T, il i)
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\ . b, ' —CHANNEL LENGHT
k APPROX 40.85 m
this design is an example
TECHNICAL DATA ELECTRICAL DATA
Total Weight with Water N/A Voltage 3phase + neutral + earth (230/400/415 V)
Total Length 40,8 m Frequency 50/60 Hz
Nr of car 4 Motive power 10 kw
Log capacity 2 children Lighting Upon Reguest
Total capacity 320 passenger per hour Control Automatic/manual
Max log speed 1m/s
Boarding Simultaneous Passenger Restrictions Minimum admissible: age 2 years old, height 90 cm -
shipping volume 1x40'box Accompanied

DIMENSIONS : 16,6X6,6 mt — 4 ANIMALS

1'5. Minl flume

Delivery 90 days
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16. ADULT BUMPER



SYSTEM : OHS
SHIPPING VOLUME : 1X40’ BOX

lASEH 17 INTERACTIVE ADULT CARS
' - GRAND PRIX TIVOLI DESIGN

Delivery 14 days

RECONDITIONED



PACKAGE DISCOUNT
-5% ON THE INDICATED PRICE, IN CASE OF PURCHASE OF | RIDE
-10% ON THE INDICATED PRICES, IN CASE OF PURCHASE OF 2 RIDES
-15% ON THE INDICATED PRICES, IN CASE OF PURCHASE OF 3 RIDES

|.LE.Park sales managers are at your disposal for any information such
as request of prices,technical information or other queries.

Contact us for a personal webinar .
Write an email to info@iepark.com




